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A6 Architectural Copper Cleaner 

PRODUCT DATA SHEET

PRODUCT DESCRIPTION
A6 Architectural Copper Cleaner is a highly concentrated blend of salts and
surfactants for use in the removal of oxides and corrosion products on architectural
copper and many other metals. The product is designed for quick cleaning of the
metal without the corrosiveness of muriatic and other acids. The cleaner can be
used on ferrous, galvanized, and aluminum metals if properly diluted and contact
time is controlled.

PREPARATION

Provide protection for foliage and pedestrian traffic. Test all surfaces for possible
negative reaction. Product will etch concrete, marble, limestone and related
surfaces.  Protect all surrounding areas from possible damage which might occur
from spillage, overspray, or cleaning residue during usage.  Metal ions dissolved
during the cleaning process can stain concrete and masonry surfaces.

All projects should start with a test application to determine the suitability of the
cleaner, acceptable application methods and dilution ratios. Test areas of at least
ten square feet are recommended and should involve the worst area of soiling.
When possible, the test area should be left to age for 10 or more days to check for
possible adverse reactions.

For metal with significant buildup, mechanical removal of the heavy corrosion will
speed the cleaning process.



APPLICATION

Start with the weakest dilution and test until an acceptable dilution is determined for the project.
Apply the diluted cleaner with either acid resistant brushes or low pressure spray. Spray application
should never be done at pressures greater than 40 p.s.i. Leave the cleaner on the surface for no
longer than 10 minutes and rinse with water or a dilute sodium bicarbonate (baking soda) solution
is required.  

SAFETY

All applicators must wear OSHA recommended protective equipment. A6 Architectural Copper
Cleaner is not formulated with strong mineral acids but it is prudent to treat it as if it was. Avoid
contact with skin, eyes and clothing.  Keep out of the reach of children. Do not ingest or inhale the
cleaner, modify the cleaner with any product other than water or use the cleaner for any non-
recommended purposes. Refer to the appropriate MSDS Sheet for treatment for persons exposed to
or reacting to this cleaner. 

FIRST AID

Skin Contact:Wash off skin immediately. Neutralize all trace of acid with sodium bicarbonate
(baking soda).  Remove any contaminated clothing. 

Eyes: Flush immediately with large quantities of water for at least 15 minutes while holding eyelids
apart. Seek medical attention.

Ingestion: Do not induce vomiting. Dilute acid immediately by drinking large amounts of water or
milk. Get Medical Attention.

Inhalation: Remove to fresh air. If not breathing administer artificial respiration. If breathing is
difficult, administer oxygen as soon as possible. Get immediate medical attention.

Not regulated by DOT
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